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Texel - Magnetic Drive Pump MET-040  

Technical Specifications 

Specification Value 

Maximum Flow Rate 200 l/min 

Maximum Head 45 m 

Inlet Connections DN40 

Outlet Connections DN25 

Wetted Body Material PFA - Other 

Impeller Material PFA - Other 

Gasket Material PTFE - Other 

Motor Power Range 0.37 to 5.5 kW 

Minimum Liquid Temperature -20 °C 

Maximum Liquid Temperature 120 °C 

 

Materials - Pump Body 

Type Casing Impeller + Inner 
Magnet 

Rear Casing 

F PFA PFA PFA + Engineering 
Plastic 

Z Other 
Combinations or 
Special Options 
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Components 

Type Shaft Front Thrust 
Ring 

Rear Thrust 
Ring 

Mouth Ring Bearing 

A (Standard) AI - Ceramic AI - 
Ceramic 

AI - 
Ceramic 

C-PTFE C-PTFE 

B SiC SiC SiC SiC SiC 

E SiC SiC SiC C-PTFE C-PTFE 

F AI - Ceramic AI - 
Ceramic 

AI - 
Ceramic 

Carbon Carbon 

G AI - Ceramic AI - 
Ceramic 

AI - 
Ceramic 

G-PTFE G-PTFE 

Z Other 
Combinations 
or Special 
Options 

    

 

Dimensions 

Type B 
(mm) 

C 
(mm) 

H 
(mm) 

R 
(mm) 

S 
(mm) 

E 
(mm) 

F 
(mm) 

N 
(mm) 

W 
(mm) 

0.4 
kW 

126 210 380 144 110 300 520 290 320 

0.75 
kW 

129 210 380 144 110 300 520 290 320 

1.5 kW 139 210 380 144 110 300 520 290 320 

2.2 
kW 

139 210 380 144 110 300 520 290 320 

3.7 kW 149 240 410 161.5 135 350 620 335 375 

5.5 
kW 

169 240 410 161.5 135 350 620 335 375 
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