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DIMENSIONS

VM VALVE
Double diaphragm process valve, pneumatically actuated with a self-compensating pad seal, three-way, 
and automatic piloting. 
Robust design, built for long-lasting durability and easy maintenance. 

• Pneumatically actuated
• Self-compensating pad seal
• No sliding parts
• Maintainable
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Learn more about the 
Pulsation Dampener 
range:

**For proper operation, the pilot pressure must always be at least 1 bar
higher than the pressure of the processed fluid..

TECHNICAL FEATURES Data

Allowed Fluid Pressure Max 6 [bar]

Supply Pressure **. Max 7 [bar]

Material in Contact with Fluid See Configurator
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OUR RANGE OF PROCESS VALVES

PROCESS VALVES - VM SERIES

MODEL

VM10 VM15 VM25

SUCTION / 
DISCHARGE 

CONNECTIONS
3/8” 1/2” 1”

AIR CONNECTION Ø4 Ø4 Ø4

A [mm] 64 99 99

B [mm] 70 94 109

MAX. SOLID 
PARTICLE Ø 2,8 5 5

WEIGHT [Kg]* 0,4 1,5 2

TECHNICAL FEATURES
• PNEUMATIC ACTUATION
• NO SLIDING COMPONENTS
• SELF-COMPENSATING PAD SEAL WITH PTFE DIAPHRAGM
• MAINTAINABLE
• 3-WAY DESIGN

PROCESS VALVES
VM SERIES
The VM Series represents an innovative range of pneumatically actuated 
Process Valves for Liquids, featuring a self-compensating pad seal for 
wear recovery. 

The simple construction, seal design, and absence of sliding components 
make the VM Series valves particularly suitable for use with aggressive 
and "difficult" liquids, such as inks or solvents.

*Refers to the standard version with a technopolymer body.
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